Open Archive TOULOUSE Archive Ouverte (OATAO)

OATAO is an open access repository that collects the work of Toulouse researchers and makes it freely available over the web where possible.

This is an author-deposited version published in: [http://oatao.univ-toulouse.fr/](http://oatao.univ-toulouse.fr/)
Eprints ID: 9821

To cite this version: Nguyen, Tien-Cuong and Anne-Archard, Dominique and Cameleyre, Xavier and Lombard, Eric and Binet, Cédric and Fillaudeau, Luc. Production of fermentescible sugar from paper-pulp: looking for a dynamic and multiscale integrated models based on physical parameters. (2012) In: 8th International Conference on Renewable Resources and Biorefineries - RRB8, 04 June 2012 - 06 June 2012 (Toulouse, France).

Any correspondance concerning this service should be sent to the repository administrator: staff-oatao@listes-diff.inp-toulouse.fr
PRODUCTION OF FERMENTESCIBLE SUGAR FROM PAPER-PULP: LOOKING FOR A DYNAMIC AND MULTISCALE INTEGRATED MODELS BASED ON PHYSICAL PARAMETERS

Tien Cuong NGUYEN¹, Dominique ANNE-ARCHARD², Xavier CAMELEYRE¹, Eric LOMBARD¹, Cedric BINET¹,² and Luc FILLAudeau²

¹Laboratoire d'Ingénierie des Systèmes Biologiques et des Procédés (Université de Toulouse ; INSA ; INRA UMR792, CNRS UMR5504), Toulouse, France
²Université de Toulouse ; INPT, UPS ; IMFT (Institut de Mécanique des Fluides de Toulouse), Toulouse, France

Email of presenting author: Luc.Fillaudeau@insa-toulouse.fr

In order to achieve economic viability, the biorefining of lignocellulosic resources must be operated at very high feedstock dry matter content. The paper pulp product is rather appropriate for modern biorefining, because it displays low lignin content, is free of inhibitory compounds that can perturb fermentations and is devoid of microbial contaminants. Nevertheless the enzyme liquefaction and saccharification of paper-like pulps are subject to the same constraints as other pulps obtained via alternative methods such as steam explosion or dilute acid hydrolysis. Therefore, the better scientific understanding and ultimately the technical mastering of these critical biocatalytic reactions, which involve complex matrices at high solids content, is currently a major challenge that must be met in order to facilitate the intensification of biorefining operations.

Our aim is to investigate dynamic of transfer phenomena and limitation of biocatalytic reactions with lignocelluloses resources under high concentration conditions. Our action focuses on the identification of rate limiting steps of the liquefactions mechanisms by physical and biochemical characterization of pre-treated lignocellulosic resources at a macroscopic scale (power consumption, rheology), microscopic scale (particle size, morphology) and molecular scale (chemical analysis).

Firstly, based on real and model matrices and using Metzner & Reed concept, non-Newtonian rheological behaviour of fiber suspensions are described by a structured rheological model including parameters such as concentration, size and shape.

Secondly, the complex relationships between fibre structure, degradation, chemical composition and rheological behaviour is investigated. To this end, physical and biochemical on-line and off-line analyses will be conducted during bioreaction with a specific and fully instrumented bioprocess. Relation between apparent viscosity change and biocatalytic degradation of fiber may then be discussed.

Key-words: cellulose, fibers, enzymatic attack, liquefaction